CORE DISPATCHER LOADS 
PLUG-INS FOR ENTITIES THAT ^40 
CAN CREATE ROOT BUSES 
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FOR EACH ROOT BUS 



> 



CREATE NEW 
HANDLE WITH 
GRB GUID _ 



4 — NO- 



66 




70-4 ATTACH ANOTHER GRB GUID TO 

HANDLE 



68 



FIG. 4 
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ATTACH POINTER TO GRB 
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FIG. 5 A 



FIG. 5B 



CREATE ORDERED LIST FROM ALL GRB LISTS 
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SHUT DOWN ALL SUBORDINATE BUS DECODING FOR , 
ALL BUT 1ST ON LIST 
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ASSIGN SUBORDINATE BUS #S BY MOVING DOWN , 
HIERARCHY (DEPTH FIRST). 
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RECORD DEVICES ATTACHED TO EACH BUS AND , 
RESOURCE REQUIREMENTS 
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CALCULATE RESOURCE REQUIREMENTS FOR EACH , 
SUBORDINATE BUS ON THE WAY BACK UP 
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INFORM ROOT BUS OF COMPLETION OF DETERMINING - 
RESOURCE REQUIREMENTS 
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ALLOCATE AND SET RESOURCES 
FOR SECONDARY BUSSES 
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ALLOCATE AND SET RESOURCES FOR ROOT BUS AND 

HOST BRIDGE 
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CHECK TO SEE IF ANY DEVICES IN ROOT BUS 
HIERARCHY PRODUCE AN FD OR OPROM. 
IF AN FD IS FOUND OR IF NO OPROMS ARE FOUND 
SCAN PLUG-INS FOR BOOT ROM 
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